] PRINTER DRIVER GUIDE ]

(CPD9810X/CPD9810V Ver. 1.00)
Microsoft Windows, Windows2000, WindowsXP and Windows Vista are either registered trademarks or
trademarks of Microsoft Corporation in the United States and/or other countries.
Adobe, Adobe Photoshop are registered trademarks of Adobe Systems.

The various software packages mentioned in this manual are the registered trademarks of their respective
companies.

Refer to the following web site to check the latest version of the printer driver.
http://www.MitsubishiElectric.co.jp/vcp

Use the printer driver corresponding to the operating system.

A System requirements A

Computer :Computer equipped with Pentium class CPU or more
Main storage memory  :512 Mbytes or more
Hard disk :Empty capacity 512 Mbytes or more
USB cable :Be sure to use a cable 2m or shorter.
Operating system and interface
OK:Support
Driver Operating system USB*1
CPD9810X Microsoft(R) Windows(R) 2000 OK
Microsoft(R) Windows(R) XP OK
CPD9810V Microsoft(R) Windows Vista OK

*1:CP9810DW supports the USB 2.0 (Hi-Speed USB) interface.
As USB 2.0 is completely upwardly compatible with USB 1.1, CP9810DW can be connected with a
personal computer on which USB1.1 interface is available.
When you use CP9810DW with USB 2.0 (Hi-Speed USB), the personal computer has to support USB
2.0 (Hi-Speed USB).
For the compatibility of the personal computer with USB 2.0 (Hi-Speed USB), ask the manufacturer of
the personal computer.
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Installation

1.Windows2000
1.1.Installing the USB port

1) Start Microsoft(R) Windows(R) 2000 Operating system.
2) Connect a USB cable between the computer and the printer before the installation begins.

3) Turn on the printer.

4) A USB Printing Support will be installed automatically.

5) “Found New Hardware Wizard” appears. (Fig.1)

*The OS standard USB port is used for USB connection in Windows 2000.

1.2.Installing the driver
1) Insert the CD-ROM.

2) Click “Next” button on “Found New Hardware Wizard”. (Fig.1)

3) Select “Search for a suitable driver for my device (recommended)” and click “Next” button. (Fig.2)

Foured New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard hedps you install a device diives o a
hardware device.

To coriinue, clck Nest

Found New Hardware Wizard |

Install Hardware Device Drivers
A device diver iz a soffware program that enables  hardware device to work with
an operaling syslem

This wizard will complebs the installstion for this device:

@um

A device dir t makes a hardy Windows
mmﬁeslummdﬁm Io bc-uetiweriles mdwvdsbelbe
irstallation chck Nest.

What & you wank the vazard to do?
O [Geauch loe a suilable diwel fol ry device |1 wdad]
" Display a st of tha known deivars for thes devics 2o that | can choass & spacific
diives

¢Back Heut> Cacel |
<Fig.1> <Fig.2>
4) Select “CD-ROM drives” and click “Next” button.(Fig.3)
5) Click “Next” button.(Fig.4)

Locate Driver Files
Where do pou wank Wirdows ba seanch for difver fles?

Search for ditves B for the: following hadware device:

@ Urknown

The wizaid searches for suitable divers in it divves dalshaze on pour computes and in
any of the followng apticnal search locations that you specify.

To start the search, click Nest. If you are searching on a floppy disk or CD-ROM diive.
irssedt thie feppy disk oo CO bafees chcking Nest.

Dplional saaich locations:

¢Back Heut> Cacel |

Drives Files Search Aesultz
The wizard has finished searching for dives fles for wour hardwarne: device.

The wizaid found & ditver for the followang device:

@um

Wirdows found a dives lor this device. To install the: dives Windows found, chck Neat

J.ﬁ FAdriverwin2000_sphcpd38 1 nllinf

<Fig.3>
6) Click “Yes” button.(Fig.5)
7) Click “Finish” button.(Fig.6)

Digital Slonature Not Found E x|

The Mictosoft digital signature affirme that soltware has
been tested with windows and that the software has nat
been altered since it was tested

The software pou are about to install does not contain a
Microzoft digital signature. Therefcre. there is no
guarantes that thez softwars works conectly with
‘Windows.

Printers

1f pou wanit to search for Microsoft digitally signed
software, visit the Windows Update \wWeb sile at
hittpe/windowsupdate. miciosoft. com to see if one is
available,

Dio you want 1o continue the installation?

Ves Ho More Info

<Fig.5>

Found New Hardware Wizard

Completing the Found New
Hardware Wizard
\> MITSUBISHI CPE1 00 /DWUSE]

‘windows has linished irstaling the softwars Tor lhis device.

To close this wizaed, chck Finish,

<Fig.6>
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8) Carry out “Test print” from the printer property to check the printer setting. When printing the test page,
select a correct paper size that is loaded in your printer. The paper selection is shown on “Print” tab on
the printer property.

2.WindowsXP
2.1.Installing the USB port
1) Start Microsoft(R) Windows(R) XP Operating system.
2) Connect a USB cable between the computer and the printer before the installation begins.
3) Turn on the printer.
4) A USB Printing Support will be installed automatically.
5) “Found New Hardware Wizard” appears. (Fig.7)
*The OS standard USB port is used for USB connection in WindowsXP.
2.2.Installing the driver
1) Insert the CD-ROM.
2) Select “No, not this time” on “Found New Hardware Wizard” and click “Next” button. (Fig.7)
3) Select “Install from a list of specific location (Advanced)” on “Found New Hardware Wizard” and click
“Next” button. (Fig.8)

Found New Hardware Wizard

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard bedps you install software foe
MITSUBISHICFSE_D

‘Windoms will search for current and updatesd softwate by

o pour coriguber, on the hadware inslallstion CD, of on
the Windows Update Web site (with your penmizsion]
Flesd cur peivacy pobcy

() 1f your hardwate came with an installation CD

Can'windows eonnect ba Windows Updsite to seach foe 2 on floppy digk, insedt it now.

solflwae?
(O e, this time: onky
(Yes, now and gvedy time | connect a device
@ Mo, ot this bivel

‘what do you wark lhe wizerd to da?
(2 s all the sollware subamalicslly [Facommendad)
(@ install From a 1 o specihc locahion [Advanced]

Chck Nest b continue.

<Fig.7> <Fig.8>
4) Select “Search removable media (floppy, CD-ROM...)” and click “Next” button. (Fig.9)

5) Click “Continue Anyway” button. (Fig.10)
/ g The software you are instaling for this hardware:

Chick Mest b continue.

Please choose your search and installation oplions.

() Search for the best diiver in thess locations
Uz thea check: boses below bo lmil of expand the delaul seaich, which inchudes local
removable media. The best diiver found will be intaled

[#] Gearch removable media (foppy. CO-AOM. .|

(C) Dont seanch, | will choose the divver 1o instal

Choase s option bo select the device driver from a st Windows does not guarantee that
e diiveet pou choose will be the best mabeh for pour hardware.

[cBock J[_Hea> [[_Concel |

<Fig.9>
6) Click “Finish” button.(Fig.11)

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished instaling the software for
MITSUEISHI CPS3100/DWUSE)

Cick Finizh 1o cloze e wizaid

Firuesh

<Fig.11>

7) Carry out “Test print” from the printer property to check the printer setting. When printing the test page,
select the size of the paper that is loaded in the paper tray on “Print” tab on the printer property.

Printers

has not passed Windows Logo testing to verily its compatibility
with Windows ¥P. [Tell me why this testing is important |

Continuing your i llation of this sof may impair
or d bilize the comect operation of your system
either inmediately or in the future. Microsoft strongly
recommends thal you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

| Contirue Aryway I | STOP Instalation |

<Fig.10>
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3.Windows Vista
3.1.Installing the USB port
1) Start Microsoft(R) Windows Vista Operating system.
2) Connect a USB cable between the computer and the printer before the installation begins.
3) Turn on the printer.
4) A USB Printing Support will be installed automatically.
5) “Found New Hardware Wizard” appears.
*The OS standard USB port is used for USB connection in Windows Vista.
3.2.Installing the driver
1) Start Microsoft(R) Windows Vista Operating system.
2) Logon as an administrator or an administrator group member.
3) Connect a USB cable between the computer and the printer before the installation begins.
4) Turn on the printer.
5) Select “Locate and install driver software” in the “Found New Hardware” window. (Fig.12)

.- Found New Hardwai

Windows needs to install driver software for your
MITSUBISHICP98__D

4 , .....

Windows will guide you through the process of installing driver software
for your device, i

< Ask me again later
Windows will ask again the next time you plug in your device or log on.

® Don't show this message again for this device
Your device will not function until you install driver software.

j [ cancel |

<Fig.12>
6) Click the “Continue” button in the “User Account Control” dialog.
7) Insert the CD-ROM containing the printer driver module to the PC. (Fig. 13)

==

Insert the disc that came with your MITSUBISHICPSS_D

¥ e Winderas will

you ¥
seaach the dise fes diiver software.

<+ [don't have the disc. Show me other options.

[ tea ] [ conca ]

<Fig.13>
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8) Select "Install this driver software anyway". (Fig. 14)

<+ Don'tinstall this driver software
You should check your manufacturer's website for updated driver software
for your device.

<+ [nstall this driver software anyway
Only install driver software obtained from your manufacturer's website ar
dise. Unsigned software from other sources may harm your computer or steal
ind -

) See datails

<Fig.14>
9) Click "Close" button. (Fig. 15)

The software for this device has been successtully installed

Wind installing the driver softy this device:

MITSUBISH] CPSEI00/DWILISE)

-

<Fig.15>
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Uninstallation

Operate the following procedures to uninstall the printer driver.
When uninstalling the printer driver, confirm that the printer driver is not used from the application or the print
job does not remain in the spooler.

CPD9810X (Windows2000/XP)

1) Insert the CD-ROM.

2) Start up Rem9810.exe of the Win2000_XP folder in the Driver folder.

3) After confirming that “CP9810D” is listed in the list box, press the “Uninstall” button.

4) When uninstallation is completed, a message of “Uninstallation was completed. Is a computer rebooted?”
is displayed.
When you reboot the computer immediately, click the “Yes” button. When you reboot it later, click the
“No” button.
Make sure to reboot the computer.

CPD9810V (Windows Vista)

1) Click “Start” and select “Control Panel”.

2) Select “Printers” on the “Hardware and Sound” panel.

3) Right-click the printer icon in the “Printers” folder and select “Delete”.

4) Click “Yes” in the printer deletion confirmation dialog.

5) Right-click within the “Printers” folder and select “Run as Administrator”.
Click “Server Properties”, and the “Printer Server Properties” window will be displayed.

6) Click the “Continue” button in the “User Account Control” dialog.

7) Select the “Drivers” tab in the “Printer Server Properties” dialog and select the driver to be uninstalled
from the tab. Then, click the “Remove” button.

8) Select “Remove driver and driver package.” in the “Remove Driver And Package” dialog and then click
the “OK” button.

9) Click “Yes” in the “Printer Server Properties” dialog.

10)Check that the “Driver package information collected.” is displayed in the “Remove Driver And Package”
dialog and then click the “Delete” button.

11)Select “Remove driver and driver package.” and then click the “OK” button.

12)Restart the computer.
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1. Paper dialog

Function explanation

& MITSUBISHI CP98100/DW [USB) Printing Preferences

Paper | Options | Color Adjust

Paper Size:
Prit piesls -

Frinit size -

Orientation :

107641572 dots

83127 mm / 3.5:5 inch

' Porrait " Landscape

3]

<Fig.16 The dialog of “Paper” (Windows XP)>

1) Paper Size

The size of paper is selected.

The number of print pixels for each paper size is shown in the right table.
When using the paper for post card, select 10x15(4x6”). The print pixels

vary depending on the setting of Paper Size.

2) Print pixels

The number of pixels to print in each paper size is displayed.

3) Print size

The print size is displayed.

4) Orientation

The direction of paper is set.

5) Copies

Paper size Print pixels
9x13(3.5x5”) |1076*1572
10x15(4x6”) | 1228*1868
13x18(5x7”) |2128*1572
15x20(6x8”) | 1868*2422
15x21(6x8.5”) | 1868*2564
15x23(6x9”) 1868*2730

The printer prints the number of printouts which is shown in dialog. (Range : 1 - 680)
*When multiple copies are printed, it becomes like the example below usually.
(example) The print result of 2 copies of 3 pages:1p 1p 2p 2p 3p 3p

*Some applications might not transmit as the above method.
(example) The print result of 2 copies of 3 pages

:To achieve 1p 2p 3p 1p 2p 3p, the application outputs each image twice.

6) Scaling

Enlargement scale is set. (Range : 25-400%)

7) Remain

The remaining amount of the ink ribbon is displayed in a bar.

When a printer is not connected or information from the printer can not be read, this bar is displayed in

gray.

8) About...

Displays the version information of this driver.
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2. Option dialog

& MITSUBISHI CP98100/DW [USB) Printing Preferences

Paper | Options | Color Adjust

Shapness: |

™ Matte

PrntSpesd/MedaType : [Fine/Standard -

™ Colos comection
[™ Color Matching

Color conversion : Tablal 'I

Defauits

Cancel

<Fig.17 Option setting dialog (Windows XP)>

1) Sharpness

2)

3)

4)

none/-3/-2/-1/0/1/2/3

Level of outline correction is changed.

none :Not perform the outline correction.

-3t03 :The value is smaller, the outline becomes softer.
The value is larger, the outline becomes sharper.

Matte

Surface-laminated (overcoated) prints are outputted in the matte mode.
PrintSpeed/MediaType
Select the combination of the printing speed and the type of the media installed in the printer.
Item PrintSpeed | MediaType

Fine/Standard Fine Standard

Fine/HighGrade Fine HighGrade

SuperFine/Standard SuperFine | Standard
SuperFine/HighGrade | SuperFine HighGrade
When “Matte” is checked, only SuperFine mode is selectable.
Color correction
The tone of light colors can be changed.
R :-200 - +200
As the value is smaller, the red tone is weakened.
As the value is larger, the red tone is intensified.
G :-200 - +200
As the value is smaller, the green tone is weakened.
As the value is larger, the green tone is intensified.
B :-200 - +200
As the value is smaller, the blue tone is weakened.
As the value is larger, the blue tone is intensified.
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5)

6)

7)

Color Matching

Color matching is carried out according to the ICC profile set in the “Color control” tab.

When the ICC profile is not set in the “Color control” tab, set the “Color matching” to OFF because the
color matching is not carried out in this case.

Select the ICC profile from the “Manual” menu on the “Color Management” tab depending on the selec-
tion of the PrintSpeed/Media type.

The ICC profiles are in the ICCProfile folder in the CD-ROM of the printer driver.

PrintSpeed/MediaType | ICC profile supported

Fine/Standard CP981FST.icc
Fine/HighGrade CP981FHG.icc
SuperFine/Standard CP981SST.icc
SuperFine/HighGrade | CP981SHG.icc

Color conversion

none / Table1

none :Color conversion is not performed.

Table1 :Color conversion is performed.

When the color matching is set to ON, color conversion is not available.
Defaults

All the settings in Option dialog are reset to the defaults.
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3.1 Color Adjust dialog

& MITSUBISHI CP9810D/DW (USB) Printing Preferences ZIx

Paper | Dptions | Calor Adpust

¥ fdsd
Gamma Brghtness
5 5 ¥ Same 128 128 ¥ Same

Conhast

a2 +128 ¥ Same
Ri—— — [0 o freadust. | Defauts |
6 — F— [ o Load
v T3 e

[ ok [ cCanee | [ eob |

<Fig. 18 Color Adjust dialog(Windows XP)>

1) Adjust
Tick the box for the color adjustment.
2) Gamma

Adjusted value(-5 - +5)

When you want to increase the density of the middle tones, decrease the value of “Gamma” of the color
adjustment dialog.

Same check box ON:R,G and B are same value, OFF:R,G and B are individually adjusted.

(Output data)
255
White [Larger
AN
N
Smaller
0 255(Input data)
Black White
Gamma

3) Brightness
Adjusted value (-128-+128)

When you want the brightness of the print picture to be dark, the value of “Brightness” of the color
adjustment dialog must be decreased.

Same check box ON:R,G and B are same value, OFF:R,G and B are individually adjusted.

(Output data)
255
White [Larger
AN
N
Smaller
0 255(Input data)
Black White
Brightness
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4) Contrast
Adjusted value (-128-+128)
When you want the contrast of the print picture to be strong, the value of “Contrast” of the color adjust-
ment dialog must be increased.
Same check box ON:R,G and B are same value, OFF:R,G and B are individually adjusted.

(Output data)
255 Larger
White | -279°
Smaller
0 255(Input data)
Black White
Contrast

5) Fine adjust
The more minute color adjustments are carried out by the Gamma adjustment tone curve.
6) Defaults
All adjustable values in Color Adjust dialog become 0.
7) Load...
The color adjustment setting file is loaded.
8) Save...
The color adjustment setting is saved.

3.2. Fine Adjust dialog

Fine Adjust E3]
W fduist

i i ' ™ Each golor adj

DOuitput :

Defaults |
I
N
N
[

0K | Cancel |
<Fig.19 Fine Adjust dialog (Windows XP)>
1) Adjust

Tick the box for the color adjustment.
2) Each color adjustment
ON: Each RGB color is individually adjusted.
OFF: The same adjustment of each RGB color carries out.
3) Selecting the color to be adjusted
When adjusting color individually, select the color to be adjusted.
4) Input/Output value display
The input (gradation value before adjustment) and output (gradation value after adjustment) of the
adjustment point are displayed.
5) Defaults
All the tone curves become a linear straight line of the range (0, 0) - (255, 255).
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4. Error indication

No.

Error dialog message

Button

Operation

1)

Printer is not connected.

OK

Click OK button.
After connecting the printer (Turn on the printer./
Connect the I/F cable), printing starts automatically.

()

The printer does not respond. Turn
the printer Off and then On again,
and try again.

OK

When clicking OK button, the dialog disappears
and the print job is deleted. After turning the power
off and turning it back on, start printing process
again.

®)

Something is wrong with the printer.

Cancel

(4)

Mechanical Error. After removing
Error, press the FEED&CUT button.

(5)

Mechanical Error. After removing
Error, open and close the door.

(6)

Door is opened.

@)

Open and close the door.

8)

Ink ribbon and paper type do not
match.

()

Ink ribbon is not correctly installed.

(10)

Ink ribbon end.

(11)

Paper empty.

(12)

The ink ribbon is not standard.

(13)

The printer was turned off while
printing. Press the FEED&CUT
button.

(14)

Paper jam. After removing Error,
press the FEED&CUT button.

(15)

Paper jam. After removing Error,
open and close the door.

(16)

Paper size of printer driver and ink
ribbon type do not match.

(17)

Ink ribbon empty. After removing
Error, press the FEED&CUT button.

(18)

Paper end.

When the error is resolved, the dialog disappears
and printing starts automatically.

When Cancel button is clicked, printing is canceled.
All the jobs in the printer are cancelled and printing
is cancelled.

When no error message is displayed on the monitor and printing is not carried out, check the indicators

on the front of the printer.
When an error occurs in the printer, printing starts automatically by resolving the error.

For the indicator on the printer, see the operation manual of CP9810DW.

The error may not be displayed in the case of system configurations other than that shown below.

Interface Operating system Setting
USB Windows2000 Set “Enable bi-directional
WindowsXP support for this printer” for
Windows Vista printer properties.

In Windows 2000/XP and Windows Vista, the print job is not deleted if the printer is not turned on or the
I/F cable is not connected. By turning on the printer or connecting the I/F cable, the data will be trans-

ferred again.
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1)

2)

3)

4)

5)

6)

7)

8)

9)

Notes

Secure of Hard disk for spool file

Secure the capacity of Hard disk for spool file enough for the printer operation and the number of printing
sheets.

The printing cannot be correctly carried out when the capacity is running short.

The drive for spool file is the same drive as the drive of Windows system usually.

Operation of the printer

Refer to the operation manual of the printer.

Do not turn off the power switch during data transfer or print.

If you turn off the power switch, restarting of a computer may be needed.

When deletion of a printing data cannot be performed, restarting of a computer is required.

Applicability of color adjustment
The color adjustment is applied the entire printing range including the background.

About “Print directly to the printer”

With some applications, if “Print directly to the printer” is selected, objects may not be printed correctly.
In that case, select “Spool print documents ...” for printing.

CPD9810X : the “details” page of CPD9810X’s printer property sheet

About connection of a computer and a printer

Do not disconnect the interface cable during data transfer.

If the interface cable is disconnected, connect it after the DATA indicator on the printer stops blinking. If the
cable is connected before the DATA indicator stops blinking, the printer driver may not work correcily.

System requirements for USB interface

Use the computers equipped with USB interface listed below.

Computers pre-installed with Windows2000/XP or Windows Vista.

Computers installed with Windows2000/XP or Windows Vista that are USB-guaranteed by the manufacturer.
CP9810DW supports the USB 2.0 (Hi-Speed USB) interface.

As USB 2.0 is completely upwardly compatible with USB 1.1, CP9810DW can be connected with a personal
computer on which USB1.1 interface is available.

When you use CP9810DW with USB 2.0 (Hi-Speed USB), the personal computer has to support USB 2.0
(Hi-Speed USB).

For the compatibility of the personal computer with USB 2.0 (Hi-Speed USB), ask the manufacturer of the
personal computer.

Connection of USB cable

When you take out and insert a USB cable after installation of a printer driver, wait 10 seconds or more after
extracting a cable.

If the cable is reinserted without leaving an interval, the printer may not operate normally.

Print job
Do not delete the print job in the spooler during data transfer. When deleting it, do not start printing until the
printer becomes to the initial status.

Number of prints
With some applications, the number of prints set by the printer driver does not work. Set the number of prints
from the print dialog box of the application.

10)Remainings

Remainings on the Paper tab shows the remainings of the ink ribbon by a bar, by reading information from
the printer when the Paper tab is displayed. The correct information may not be acquired during printing.

11)Connection with more than one printer

When more than one CP9810DW is connected to one personal computer, the “Add New Hardware Wizard”
will be displayed and installation of printer drivers will be carried out repeatedly for each of connected
printers. The same number of printer drivers as that of connected printers are installed.
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12)Errors during printing
When an error occurs during printing, it may not be displayed on the monitor. To resume printing, check the
indicator on the front of the printer and take the countermeasure. For the indication by the indicator of the
printer and the countermeasures, see the operation manual of the printer.

13)Print on the post card size paper
When using the paper for post card , select 10x15(4x6”) from the Paper Size.

14)Setting of the color matching
Even if the color matching is set to ON by the printer driver, color matching may not be available with some
applications.
With some applications, color matching is effective even if it is set to OFF.

15)When you print and it is displayed as “Parameter’s value is invalid.”, perform the following operations.
a) Select “Device Manager” from “Hardware” tab of “System Properties.”
b) Select “Scan for hardware changes.”

16)After you install the printer driver by “Add New Hardware Wizard” in Windows Vista, make sure to reboot
your computer.

17)When you install more than one printer driver, make sure that the already installed printer drivers have no
errors.
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| oOperating directions for customer’s purpose [

1.

When you want to adjust the color of the print image.

Note that the effects are invalid on the display if you make following setting.

1) When you want the density of entire print picture to be thick (dark), decrease the value of “Brightness” of
the color adjustment dialog.

2) When the focus of the print picture is loose (The contrast is weak), increase the value of “Contrast” of the
color adjustment dialog.
The contrast becomes stronger.

3) When you want to change the color of printout.
Change the value of “Brightness”.

Increase Red :Increase the “R” value of the color adjustment dialog.
Increase Green :Increase the “G” value of the color adjustment dialog.
Increase Blue :Increase the “B” value of the color adjustment dialog.

4) When you want to adjust Gamma of the printout.
By moving the graph of the Gamma adjustment dialog with mouse, The density of the entire image can
be adjusted to the arbitrary Gamma curve.
The density becomes high (dark) when decrease the output value compare with the input value.
The density becomes low (bright) when enlarging the output value compare with the input value.

Making the ICC profile
Refer to the following when you make a suitable ICC profile for the system to be used and apply it to the
printer driver.
1) Set the printer driver as follows when you print the basic color chart for making ICC profile using the
printer.
Delete the ICC profile set on the “Color control” tab of the printer property.
Set the “Color matching” on the option tab of the printer driver to OFF.
Set the “Color conversion” on the option tab of the printer driver to “none”.
Set the “Gamma” on the option tab of the printer driver to a desired setting.
2) Add the new ICC profile using the “Color control” tab of the printer property.

. To adjust the gray balance in the low gray levels, use “Color correction” on the option tab.
To weaken the Yellow tone :Increase the “B” value.
To weaken the Magenta tone  :Increase the “G” value.
To weaken the Cyan tone :Increase the “R” value.
To weaken the Red tone :Decrease the “R” value.
To weaken the Green tone :Decrease the “G” value.
To weaken the Blue tone :Decrease the “B” value.

— Prohibition matter —

We prohibit Reverse Engineering, decompiling or reverse assembling of this driver software.

_ Exemption from responsibility _

Occasionally, this software does not operate normally depending on operating environment.
Moreover, Mitsubishi Electric Co. will not assume any responsibility for damage (including, but not limited to,
lost profit or damage caused from special circumstances etc.) occurring during the use of this driver.

15 MITSUBISHI Digital Color Printer CP9810DW




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
    /Helvetica
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Oblique
    /HelveticaCYBold
    /HelveticaCYBoldOblique
    /HelveticaCYOblique
    /HelveticaCYPlain
    /HelveticaNeue
    /HelveticaNeue-Bold
    /HelveticaNeue-BoldItalic
    /HelveticaNeue-CondensedBlack
    /HelveticaNeue-CondensedBold
    /HelveticaNeue-Italic
    /HelveticaNeue-Light
    /HelveticaNeue-LightItalic
    /HelveticaNeue-UltraLight
    /HelveticaNeue-UltraLightItalic
    /MS-Gothic
    /MS-Mincho
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee575284e8e9ad88d2891cf76845370524d6253537030028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f0030028fd94e9b8bbe7f6e89816c425d4c51655b574f533002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c9069752865bc9ad854c18cea76845370524d521753703002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f300290194e9b8a2d5b9a89816c425d4c51655b57578b3002>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [596.409 843.024]
>> setpagedevice


