
三菱電機株式会社

KFH-P2A1(-BKN) 除湿能力線図
電源：三相、200V 50Hz 60Hz 機外静圧：0Pa

3Hp
H50-5 H60-5 H70-5 H80-5 H50-6 H60-6 H70-6 H80-6

10 0.876 1.977 2.885 3.788 1.157 2.447 3.474 4.6
15 1.283 2.548 3.68 4.895 1.746 3.184 4.446 5.738
25 2.4 4.2 5.945 7.8 3.36 5.29 7.009 8.7

H40-5 H50-5 H60-5 H70-5 H80-5 H90-5 H40-6 H50-6 H60-6 H70-6 H80-6 H90-6
3 0.279 0.736 1.14 1.571 1.765 0.519 1.035 1.34 1.726 1.981

10 0.683 1.153 1.937 2.67 3.425 0.957 1.612 2.266 2.919 3.574
15 0.443 1.034 1.574 2.569 3.542 4.65 0.549 1.334 2.133 3.002 3.867 4.783
25 1.008 1.888 2.725 3.989 5.5 7.195 1.15 2.248 3.447 4.658 6 7.382
31 1.386 2.5 3.613 4.941 6.813 8.783 1.578 2.9 4.409 5.77 7.432 9.057
33 1.519 2.72 3.942 5.275 7.274 1.732 3.134 4.759 6.161 7.935
35 1.655 2.949 4.288 5.618 1.891 3.377 5.123 6.561
38 1.864 3.307 4.837 2.141 3.757 5.697
40 2.008 3.556 2.314 4.021

H40-5 H50-5 H60-5 H70-5 H80-5 H90-5 H40-6 H50-6 H60-6 H70-6 H80-6 H90-6
3 0.279 0.736 1.14 1.571 1.765 0.536 1.069 1.384 1.783 2.046

10 0.683 1.153 1.937 2.67 3.425 0.989 1.665 2.341 3.015 3.692
15 0.443 1.034 1.574 2.569 3.542 4.65 0.567 1.378 2.204 3.101 3.994 4.941
25 1.008 1.888 2.725 3.989 5.5 7.195 1.188 2.323 3.561 4.812 6.198 7.626
31 1.386 2.5 3.613 4.941 6.813 8.783 1.63 2.995 4.555 5.961 7.678 9.355
33 1.519 2.72 3.942 5.275 7.274 1.789 3.237 4.916 6.364 8.197
35 1.655 2.949 4.288 5.618 1.954 3.488 5.292 6.778
38 1.864 3.307 4.837 2.211 3.881 5.885
40 2.008 3.556 2.391 4.153

0

1

2

3

4

5

6

7

8

9

10

0 5 10 15 20 25 30 35 40

除
湿

量
（
L
/
h
)

室内吸込空気乾球温度（℃DB)

RH80％

RH80％

RH70％

RH60％

RH70％

RH60％

RH50％

50Hz

60Hz

RH50％

RH90％

RH90％

RH40％

RH40％

WYN11-1808


