
三菱電機株式会社

KFH-P2A1入力特性 （除湿運転時)
電源：三相 200V 50Hz/60Hz 機外静圧：0Pa

3Hp(50Hz) 0.16 3Hp(60Hz) 0.21
H50 H60 H70 H80 H50 H60 H70 H80

10 1.41 1.496 1.543 1.635 10 1.668 1.83 1.888 1.98
15 1.554 1.64 1.687 1.789 15 1.878 2.04 2.098 2.19
25 1.894 1.98 2.062 2.2 25 2.441 2.586 2.676 2.8

3Hp(50Hz)
H50-5 H60-5 H70-5 H80-5 H50-6 H60-6 H70-6 H80-6

10 1.41 1.496 1.543 1.635 1.668 1.83 1.888 1.98
15 1.554 1.64 1.687 1.789 1.878 2.04 2.098 2.19
25 1.894 1.98 2.062 2.2 2.441 2.586 2.676 2.8

H40-5 H50-5 H60-5 H70-5 H80-5 H90-5 H40-6 H50-6 H60-6 H70-6 H80-6 H90-6
3 1.039 1.057 1.089 1.12 1.161 1.159 1.204 1.246 1.284 1.319

10 1.181 1.2 1.234 1.269 1.316 1.406 1.461 1.498 1.543 1.578
15 1.266 1.282 1.304 1.339 1.378 1.427 1.523 1.58 1.641 1.678 1.729 1.765
25 1.448 1.479 1.515 1.555 1.6 1.649 1.857 1.921 1.991 2.038 2.1 2.148
31 1.548 1.595 1.644 1.688 1.737 1.783 2.053 2.123 2.196 2.254 2.323 2.383
33 1.58 1.633 1.688 1.733 1.783 2.118 2.189 2.263 2.327 2.397
35 1.611 1.671 1.731 1.778 2.182 2.255 2.33 2.399
38 1.656 1.728 1.798 2.278 2.354 2.429
40 1.685 1.765 2.341 2.419

H40-5 H50-5 H60-5 H70-5 H80-5 H90-5 H40-6 H50-6 H60-6 H70-6 H80-6 H90-6
3 0.909 0.925 0.953 0.98 1.016 0.994 1.032 1.068 1.1 1.131

10 1.034 1.05 1.08 1.111 1.152 1.205 1.252 1.284 1.323 1.352
15 1.107 1.122 1.141 1.172 1.206 1.249 1.306 1.354 1.406 1.438 1.482 1.513
25 1.267 1.294 1.325 1.361 1.4 1.443 1.592 1.647 1.706 1.747 1.8 1.841
31 1.354 1.396 1.439 1.477 1.52 1.56 1.76 1.819 1.882 1.932 1.991 2.042
33 1.382 1.429 1.477 1.517 1.56 1.815 1.876 1.939 1.994 2.055
35 1.409 1.462 1.515 1.556 1.87 1.933 1.997 2.056
38 1.449 1.512 1.573 1.952 2.017 2.081
40 1.475 1.545 2.007 2.073
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