
三菱電機株式会社

KFH-P5A1入力特性 （除湿運転時)
電源：三相、200V 50Hz 60Hz 機外静圧：0Pa

5Hp(50Hz) 0.72 5Hp(60Hz) 0.76
H50 H60 H70 H80 H50 H60 H70 H80

10 2.62 2.718 2.948 3.162 10 2.7 2.97 3.193 3.464
15 2.882 2.98 3.21 3.444 15 3.176 3.446 3.719 4.09
25 3.576 3.674 3.915 4.3 25 4.293 4.563 4.982 5.7

H40-5 H50-5 H60-5 H70-5 H80-5 H90-5 H40-6 H50-6 H60-6 H70-6 H80-6 H90-6
3 2.347 2.395 2.561 2.729 2.937 2.126 2.396 2.575 2.788 2.94

10 2.62 2.718 2.898 3.062 3.324 2.7 2.97 3.193 3.464 3.71
15 2.621 2.882 2.98 3.21 3.444 3.782 2.981 3.176 3.446 3.719 4.09 4.49
25 3.363 3.576 3.673 3.915 4.3 4.832 4.034 4.293 4.563 4.982 5.7 6.60
31 3.926 4.1 4.197 4.453 5 5.74 4.796 5.069 5.339 5.875 6.895 8.24
33 4.134 4.292 4.39 4.651 5.265 5.071 5.345 5.615 6.196 7.332
35 4.352 4.494 4.592 4.859 5.357 5.63 5.9 6.528
38 4.697 4.813 4.911 5.806 6.074 6.344
40 4.94 5.037 6.119 6.381

H40-5 H50-5 H60-5 H70-5 H80-5 H90-5 H40-6 H50-6 H60-6 H70-6 H80-6 H90-6
3 2.237 2.282 2.441 2.601 2.799 1.939 2.185 2.348 2.543 2.682896

10 2.497 2.59 2.762 2.918 3.168 2.462 2.709 2.912 3.159 3.385417
15 2.498 2.747 2.84 3.059 3.282 3.604 2.719 2.897 3.143 3.391 3.73 4.093074
25 3.205 3.408 3.501 3.731 4.098 4.605 3.679 3.915 4.161 4.544 5.199 6.02303
31 3.742 3.907 4 4.244 4.765 5.47 4.374 4.623 4.869 5.358 6.289 7.510375
33 3.94 4.091 4.184 4.433 5.017 4.625 4.875 5.121 5.651 6.687
35 4.148 4.283 4.376 4.631 4.885 5.135 5.381 5.953
38 4.477 4.587 4.68 5.295 5.539 5.786
40 4.708 4.801 5.58 5.819

WYN11-1827

0

1

2

3

4

5

6

0 5 10 15 20 25 30 35 40

消
費
電
力
（
ｋ
W

) 

室内吸込空気乾球温度（℃DB) 

RH80％ 

RH70％ 

RH60％ 

RH50％ 

50Hz 

RH90％ 

RH40％ 

0

1

2

3

4

5

6

7

8

9

0 5 10 15 20 25 30 35 40

消
費
電
力
（
ｋ
W

) 

室内吸込空気乾球温度（℃DB) 

RH80％ 

RH70％ 
RH60％ 

RH50％ 

60Hz 

RH90％ 

RH40％ 


